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(2) Vents (as defined in §60.671) in the
building must meet the applicable
stack emission limits and compliance
requirements in Table 2 of this subpart.

(f) Any baghouse that controls emis-
sions from only an individual, enclosed
storage bin is exempt from the applica-
ble stack PM concentration limit (and
associated performance testing) in
Table 2 of this subpart but must meet
the applicable stack opacity limit and
compliance requirements in Table 2 of
this subpart. This exemption from the
stack PM concentration limit does not
apply for multiple storage bins with
combined stack emissions.

§60.673 Reconstruction.

(a) The cost of replacement of ore-
contact surfaces on processing equip-
ment shall not be considered in calcu-
lating either the ‘‘fixed capital cost of
the new components’” or the ‘fixed
capital cost that would be required to
construct a comparable new facility”
under §60.15. Ore-contact surfaces are
crushing surfaces; screen meshes, bars,
and plates; conveyor belts; and eleva-
tor buckets.

(b) Under §60.15, the ‘‘fixed capital
cost of the new components’ includes
the fixed capital cost of all depreciable
components (except components speci-
fied in paragraph (a) of this section)
which are or will be replaced pursuant
to all continuous programs of compo-
nent replacement commenced within
any 2-year period following August 31,
1983.

§60.674 Monitoring of operations.

(a) The owner or operator of any af-
fected facility subject to the provisions
of this subpart which uses a wet scrub-
ber to control emissions shall install,
calibrate, maintain and operate the
following monitoring devices:

(1) A device for the continuous meas-
urement of the pressure loss of the gas
stream through the scrubber. The mon-
itoring device must be certified by the
manufacturer to be accurate within
+250 pascals 1 inch water gauge pres-
sure and must be calibrated on an an-
nual basis in accordance with manufac-
turer’s instructions.

(2) A device for the continuous meas-
urement of the scrubbing liquid flow
rate to the wet scrubber. The moni-
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toring device must be certified by the
manufacturer to be accurate within 5
percent of design scrubbing liquid flow
rate and must be calibrated on an an-
nual basis in accordance with manufac-
turer’s instructions.

(b) The owner or operator of any af-
fected facility for which construction,
modification, or reconstruction com-
menced on or after April 22, 2008, that
uses wet suppression to control emis-
sions from the affected facility must
perform monthly periodic inspections
to check that water is flowing to dis-
charge spray nozzles in the wet sup-
pression system. The owner or operator
must initiate corrective action within
24 hours and complete corrective ac-
tion as expediently as practical if the
owner or operator finds that water is
not flowing properly during an inspec-
tion of the water spray nozzles. The
owner or operator must record each in-
spection of the water spray nozzles, in-
cluding the date of each inspection and
any corrective actions taken, in the
logbook required under §60.676(b).

(1) If an affected facility relies on
water carryover from upstream water
sprays to control fugitive emissions,
then that affected facility is exempt
from the 5-year repeat testing require-
ment specified in Table 3 of this sub-
part provided that the affected facility
meets the criteria in paragraphs
(b)(2)(i) and (ii) of this section:

(i) The owner or operator of the af-
fected facility conducts periodic in-
spections of the upstream water
spray(s) that are responsible for con-
trolling fugitive emissions from the af-
fected facility. These inspections are
conducted according to paragraph (b)
of this section and §60.676(b), and

(ii) The owner or operator of the af-
fected facility designates which up-
stream water spray(s) will be periodi-
cally inspected at the time of the ini-
tial performance test required under
§60.11 of this part and §60.675 of this
subpart.

(2) If an affected facility that rou-
tinely uses wet suppression water
sprays ceases operation of the water
sprays or is using a control mechanism
to reduce fugitive emissions other than
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